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STEAM TRAP MONITORING SYSTEM, INSULATION AND PIPING UPGRADES
COLD REPLACE
COPPER REPIPE
STEAM TRAP DRAWING TRAP REMOVE REPAIR STEAM/ STEAM SERVICE RELOCATE REMOVABLE
. . NO WORK TRAP HARD PIPE
TRAP TAG LOCATION REFERENCE NO. | AREA Hmwm mw_mw\ TRAP w\__w_w _w_rw__w\__uo & |pIN mwm__w,_,\\_mm%a COND REMARKS REQUIRED | MONITOR | REPLACE/ | TRAP& | CONDENSATE TRAP cv_/__ﬂ_v%zmm VACUUM | STRAINER owa/mﬂ_ww,wm TRAPSTO | INSULATION | NER2 TP MISC.
NO. LOCATION REPAIR PIPING LEAK DEDUCT BREAKERS OUTSIDE AHUS | JACKETS
DEDUCT ALT PIPE
ALT NO. 1
NO. 2
STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH TUNSTALL #RK-DB-30-8A REPAIR KIT. TRAP. STEAM TRAP IS MOUNTED
171 xwﬁ_ﬂ_um_m_um::o_mﬂw_mmwmwnmu\%ww #5 PENTHOUSE 3-PH-2 2 F 3 2" DUNHAM BUSH 30-8AS 10M mxoﬂﬂﬂ_mmx CO  |INPARALLEL TO TRAP #172. HAS SWING CHECK VALVE IN REVERSE, USED AS VACUUM BREAKER IN SHELL. REMOVE HOFFMAN AIR VENT X X X
AT HEAT EXCHANGER OUTLET & INSTALL TUNSTALL VB-3/4 STEAM SERVICE VACUUM BREAKER. INSPECTED 7/27/12.
MAIN PENTHOUSE STAIRWELL #5 PENTHOUSE ] HEAT STEAM TRAP IS OK. WHEN WORN. REPAIR WITH TUNSTALL #RK-DB-30-8A REPAIR KIT. STEAM TRAP IS MOUNTED IN PARALLEL TO TRAP
172 AC-17 SIDE HEAT EXCHANGER 3-PH-2 2 F 3 2" DUNHAM BUSH 30-8AS 1OM 1 EXCHANGER OK 4171, INSPECTED 7/27/12. X
MAIN PENTHOUSE STAIRWELL #5 AC-17 AHU STEAM ) STEAM TRAP IS COLD, SHOULD BE HOT. STEAM CONTROL VALVE MALFUNCTION. IF REQUIRED, REPAIR STEAM TRAP WITH #5RK-TA-15 FACE
173 COIL, NORTH 3-PH-2 2 F 2 2" TUNSTALL TA-FT8-15 10M | STEAM COIL CP | PLATE REPAIR KIT. TRAP HAS STEAM SERVICE VACUUM BREAKER IN OUTLET & HAS INSULATION COVER. INSPECTED 7/27/12. X X
MAIN PENTHOUSE STAIRWELL #5 AC-17 AHU STEAM ) STEAM TRAP IS COLD, SHOULD BE HOT. STEAM CONTROL VALVE MALFUNCTION. IF REQUIRED, REPAIR STEAM TRAP WITH #5RK-TA-15 FACE
174 COIL, NORTH 3-PH-2 2 F 2 2" TUNSTALL TA-FT8-15 10M | STEAM COIL CP | PLATE REPAIR KIT. TRAP HAS STEAM SERVICE VACUUM BREAKER IN OUTLET & HAS INSULATION COVER. INSPECTED 7/27/12. X
MAIN PENTHOUSE STAIRWELL #5 AC-17 AHU STEAM . STEAM TRAP IS OK. WHEN WORN, REPAIR WITH #5RK-TA-15 FACE PLATE REPAIR KIT. TRAP HAS STEAM SERVICE VACUUM BREAKER AT
175 ColL south 3-PH-2 2 F 2 2" TUNSTALL TA-FT8-15 1om | STEAM colL OK | T er s i WORY X
MAIN PENTHOUSE STAIRWELL #5 AC-17 AHU STEAM ) STEAM TRAP IS OK. WHEN WORN, REPAIR WITH #5RK-TA-15 FACE PLATE REPAIR KIT. TRAP HAS STEAM SERVICE VACUUM BREAKER AT
176 ColL. SoUTH 3-PH-2 2 F 2 2" TUNSTALL TA-FT8-15 10M | STEAM COIL OK [ T s N ORY X
MAIN PENTHOUSE STAIRWELL #5 AG.17 SOUTH STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH TUNSTALL #1RK-15-B3 FACE PLATE REPAIR KIT. HAS CHECK VALVE IN
177 o U STA 3-PH-2 2 F 22 |3/4" ARMSTRONG 15-B3 10 | UNIT HEATER CO  |REVERSE IN OUTLET AS VACUUM BREAKER AND IS PLUGGED. REMOVE AND INSTALL TUNSTALL VB-3/4 STEAM SERVICE VACUUM BREAKER. X X NOTE 1
HAS COPPER CONDENSATE DISCHARGE LINE. INSPECTED 7/27/12.
3 AND ] STEAM MAIN HAS NEW 1/2" SPIRAX B1H-125. STEAM TRAP IS OK. WHEN WORN, REPAIR WITH SPIRAX #80004 REPAIR KIT. STEAM PRESSURE GAUGE IS
178 1ST FL. SPD STERILIZER DRIP #1 3-1-4 y B 3 1/2" SPIRAX B1H-125 70 o ok | Tl L A B2 X NOTE1
179 1ST FL. SPD OVERHEAD DRIP ABOVE STERILIZER #1 3-1-4 3 wzo B 12 |3/4" SPIRAX B1H-125 70 mqmww\___w\_zz OK  |HAS NEW 3/4" SPIRAX B1H-125. STEAM TRAP IS OK. WHEN WORN, REPAIR WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/31/12. X
3 AND ] STEAM MAIN .
180 1ST FL. SPD STERILIZER DRIP #2 314 y B 3 1/2" SPIRAX B1H-125 70 oy LK |HAS NEW 3/4" SPIRAX B1H-125. REPAIR DEFECTIVE STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/31/12. X X
3 AND ] STEAM MAIN ]
181 1ST FL. SPD STERILIZER #3 DRIP TRAP 3-1-4 , B 4 1/2" SPIRAX B1H-125 70 oy LK |HAS NEW 3/4" SPIRAX B1H-125. REPAIR DEFECTIVE STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/31/12. X X
182 1ST FL. SPD CART WASHER ROOM 115 CLOSET 14 3 AND 5 A 2/4" SPIRAX Tho50L o | STEAMMAN o |REPLACE DEFECTIVE STEAM TRAP WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMTRONG #881-125 INVERTED BUCKET STEAM TRAP. « «
4 DRIP INSPECTED 7/31/12.
3 AND . STEAM TRAP IS OK, BUT SHOWS WEAR. WHEN WORN, REPLACE WITH NEW 1" SPIRAX B3 OR 1" ARMSTRONG 813-125 INVERTED BUCKET
183 1ST FL. SPD CART WASHER ROOM 115 CLOSET 3-1-4 y D 3 1" SPIRAX TD-52L 70M | STEAM coOIL oK [T D S O X
1ST FL. SPD STEAM SUPPLY ROOM NEXT TO CART 3 AND . STEAM MAIN HAS NEW 3/4" SPIRAX B1H-125. STEAM TRAP IS OK. WHEN WORN, REPAIR WITH SPIRAX #80004 REPAIR KIT. TRAP IS BEHIND SS PANEL.
184 AR 3-1-4 y B 9 3/4" SPIRAX B1H-125 70 i ok S NET SR SET X
HAS NEW 1 1/2" SPIRAX FT-15. STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL #4RK-SA-15 REPAIR KIT. HAS VACUUM BREAKER IN
185 Mq FLOOR MECH. ROOM IB-309 HEAT EXCHANGER 3-1-4 4 F 5 11/2" SPIRAX FT-15 10M mxoﬂm/ﬂ_mmx OK  |STEAM INLET SIDE OF SHELL. STEAM TRAP OUTLET IS BUSHED DOWN TO 3/4". NOTE: [B-309 MECH. ROOM IS TOO HOT, MOST STEAM X
VALVES ARE BARE. NEEDS INSULATION COVERS. INSPECTED 8/1/12.
HAS NEW 1 1/2" SPIRAX FT-15. STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL #4RK-SA-15 REPAIR KIT. HAS VACUUM BREAKER IN
186 Mq FLOOR MECH. ROOM IB-309 HEAT EXCHANGER 3-1-4 4 F 5 11/2" SPIRAX FT-15 10M mxoﬂWﬂ_mmm OK | STEAM INLET SIDE OF SHELL. STEAM TRAP OUTLET IS BUSHED DOWN TO 3/4". NOTE: [B-309 MECH. ROOM IS TOO HOT, MOST STEAM X
VALVES ARE BARE. NEEDS INSULATION COVERS. INSPECTED 8/1/12.
HAS NEW 1 1/2" SPIRAX FT-15. STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL #4RK-SA-15 REPAIR KIT. HAS VACUUM BREAKER IN
187 Mq FLOOR MECH. ROOM IB-309 HEAT EXCHANGER 3-1-4 4 F 5 11/2" SPIRAX FT-15 10M mxoﬂﬂﬂ_mmx OK  |STEAM INLET SIDE OF SHELL. STEAM TRAP OUTLET IS BUSHED DOWN TO 3/4". NOTE: [B-309 MECH. ROOM IS TOO HOT, MOST STEAM X
VALVES ARE BARE. NEEDS INSULATION COVERS. INSPECTED 8/1/12.
HAS NEW 1 1/2" SPIRAX FT-15. STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL #4RK-SA-15 REPAIR KIT. HAS VACUUM BREAKER IN
158 1ST FLOOR MECH. ROOM IB-309 HEAT EXCHANGER 14 A . 5 172" SPIRAX FT-18 Jom HEAT ok | STEAM INLET SIDE OF SHELL. STEAM TRAP OUTLET IS BUSHED DOWN TO 3/4". NOTE: 1B-309 MECH. ROOM IS TOO HOT, MOST STEAM «
#4 EXCHANGER VALVES ARE BARE. NEEDS INSULATION COVERS. 2 FT OF 3" BARE 10 PSIG STEAM PIPE ANS (1) 90 DEG ELL NEEDS INSULATION. INSPECTED
— 8/1/12.
EAST PENTHOUSE STAIRWELL #8 #2B-900 EAST-0-1 . HUMIDIFIER STEAM TRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM
190 AHU HUMIDIFIER 3-2-5 5 F 3 3/4" ARMSTRONG 15-B3 10M DRIP CP | TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X
EAST PENTHOUSE #2B-900 EAST-0-1 AHU . HUMIDIFIER STEAM TRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM
191 HUMIDIFIER 32-5 5 F 2 3/4" ARMSTRONG 15-B3 10M DRIP CP | TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X X
EAST PENTHOUSE #2B-900 EAST-0-1 AHU ) HUMIDIFIER STEAM TRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM
192 HUMIDIFIER 3-2-5 5 F 2 3/4" ARMSTRONG 15-B3 10M DRIP CP | TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X
EAST PENTHOUSE #2B-900 EAST-0-1 AHU . HUMIDIFIER STEAM TRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM
193 HUMIDIFIER 32-5 5 F 3 3/4" ARMSTRONG 15-B3 10M DRIP CP | TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X X
EAST PENTHOUSE #2B-900 EAST-0-2 AHU . HUMIDIFIER STEAM TRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM
194 HUMIDIFIER 32-5 5 F 3 3/4" ARMSTRONG 15-B3 10M DRIP CP | TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X X
EAST PENTHOUSE #2B-900 EAST-0-2 AHU ) HUMIDIFIER STEAM TRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM
195 HUMIDIFIER 3-2-5 5 F 2 3/4" ARMSTRONG 15-B3 10M DRIP CP | TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X
EAST PENTHOUSE #2B-900 EAST-0-2 AHU . HUMIDIFIER STEAM TRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM
196 HUMIDIFIER 3-2-5 5 F 2 3/4" ARMSTRONG 15-B3 10M DRIP CP | TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X
EAST PENTHOUSE #2B-900 EAST-0-2 AHU ) HUMIDIFIER STEAM TRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM
197 HUMIDIFIER 3-2-5 5 F 3 3/4" ARMSTRONG 15-B3 10M DRIP CP | TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X X
EAST PENTHOUSE #2B-900 EAST-0-2 AHU STEAM . STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #3FP-SA-15 FACE PLATE KIT. STEAM SERVICE VACUUM BREAKER IN
198 o e 3-2-5 5 F 12 |1 1/4" SPIRAX FT-15 1oM | STEAM colL OK | T e X
EAST PENTHOUSE #2B-900 EAST-0-2 AHU STEAM ) STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #3FP-SA-15 FACE PLATE KIT. STEAM SERVICE VACUUM BREAKER IN
199 et 3.2-5 5 F 12 |1 1/4" WATTS WFT-15 1oM | STEAM coiL OK | S e s R e, X
EAST PENTHOUSE #2B-900 EAST-0-3 AHU ) HUMIDIFIER STEAM TRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM
200 HUMIDIFIER 3-2-5 5 F 2 3/4" ARMSTRONG 15-B3 10M DRIP CP | TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X
201 m@w_q_om_m_mm._o%m #2B-900 EAST-0-3 AHU 3-2.5 5 F 1 3/4" ARMSTRONG 15-B3 10M _L_c_,m___w___m_mm OK | STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X
EAST PENTHOUSE #2B-900 EAST-0-3 AHU STEAM ) STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #3FP-SA-15 FACE PLATE KIT. STEAM SERVICE VACUUM BREAKER IN
202 COIL 3-2:5 5 F 8 1 1/4" SPIRAX FT-15 1oM | STEAM colL oKk | e 2 o, X
EAST PENTHOUSE #2B-900 EAST-0-2 AHU STEAM ) STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #5RK-SA-15 STEAM TRAP REPAIR KIT. TRAP HAS STEAM SERVICE
203 CoIL 3-2-5 5 F 7 2" SPIRAX FT-15 10M | STEAM COIL OK | VACUUM BREAKER ON BOTH COIL INLET AND OUTLET, OK. INSPECTED 8/2/12. X
— 204 mww_q_o_u__m__,__mw:o%m #28-900 EAST-0-2 AHU 3.2-5 5 F 1 3/4" ARMSTRONG 15-B3 15M Ic_,\m_v_m_ﬁ_mm OK  |STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X
205 m@w\_q_oﬂ_m__,__mm._o%m #2B-900 EAST-0-2 AHU 3-2-5 5 F 1 3/4" ARMSTRONG 15-B3 15M _._c_,\_o_m__w_mm OK | STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #1RK-15-B3 REPAIR KIT. INSPECTED 8/2/12. X
NOTES: COLUMN REFERENCE NOTES:
@ FURNISH AND INSTALL AN ACOUSTIC WIRELESS STEAM TRAP MONITORING SENSOR PER SPECIFICATIONS.
1. CORRECT PIPING AS NOTED IN REMARKS COLUMN. ® FURNISH AND INSTALL NEW Y-STRAINERS BETWEEN SHUT-OFF VALVE AND INLET TO STEAM TRAP.
© REPLACE OR REPAIR STEAM TRAP IN ACCORDANCE WITH DESCRIPTION IN REMARKS COLUMN.
© REPIPE ELEVATED CONDENSATE PIPING AT LOCATIONS NOTED. SEE DETAILS ON DRAWINGS { 3-PH-4 | 4-02 | 4-03 | 4-04 | 4-05 }
@ REMOVE STEAM TRAP AND ALL ABANDONED CONDENSATE PIPING TO A POINT WHERE THE CONDENSATE LINE IS LIVE. CAP.
@ NO WORK REQUIRED
@ REPAIR STEAM/CONDENSATE LEAK IN ACCORCANCE WITH DESCRIPTION IN REMARKS COLUMN.
NO WORK REQUIRED
® COLD STEAM TRAPS: REPAIR THE VALVES, CONTROLS ETC. AS DESCRIBED IN THE REMARKS COLUMN. INVESTIGATE AND DETERMINE THE REASON FOR ANY OTHER NON-FUNCTIONING STEAM TRAP Q
THAT WERE FOUND TO BE COLD. FIX ALL ITEMS FOUND TO BE NEEDING REPAIR. (FOR PURPOSES OF THIS BID ASSUME THE CONTROL VALVES REQUIRE REPAIR OR REPLACEMENT.) DEDUCT ALTERNATE @ NOWORK REQUIRED
NO.-1. ® MISCELLANEOUS
© REPLACE THE EXISTING COPPER PIPING WITH NEW STEEL PIPE AND REPLACE THE EXISTING DIELECTRIC UNIONS AND NIPPLES WITH EQUIVALENT SIZES. SEE THE REMARKS COLUMN FOR REQUIRED
WORK. SEE THE SPECIFICATIONS FOR THE REQUIRED MATERIALS AND FITTINGS. INSULATE ALL NEW & EXISTING BARE PIPE. DEDUCT ALTERNATE NO. 2.
% FURNISH AND INSTALL NEW STEAM VACUUM BREAKERS IN ACCORDANCE WITH THE REMARKS COLUMN.
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